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Physical and chemical processes operating on faults dur-
ing interseismic periods are important for earthquake gen-
eration. In this study, we focus on pore compaction within
fault zones driven by chemical kinetic effects. One estab-
lished model of compaction causes an increase of pore fluid
pressure almost linearly with time, if fluid diffusion is ne-
glected. We introduced it into a simple numerical model for
earthquake cycles and found that this effect can drastically
change the recurrence of earthquakes: (1) It gradually sta-
bilizes the fault and eventually suppresses earthquake oc-
currence (2) It surprisingly causes faster “apparent” fault
loading. Furthermore, we developed an expression for the
“apparent” loading velocity and checked that it is consistent
with the results of numerical calculations. We also extended
the expression for the “apparent” loading velocity to include
the effect of pore dilatancy. This “apparent” loading would
not only appear in a simple elastic system with a single de-
gree of freedom, but also in complicated systems that involve
simulations of realistic earthquake cycles.
1. Introduction
Since pore fluid may exist within fault zones (Evans
and Chester [1995], among many others), effects of pore
fluid on earthquake generation are worth to be investi-
gated. Recently, we suggested that thermal pressurization of
pore fluid, which notably operates during coseismic periods,
can prolong earthquake recurrence intervals via increases of
static stress drop (Mitsui and Hirahara [2009]). Now, in
addition, we attempt to add the other perspective for earth-
quake generation. It is pore compaction within fault zones
driven by chemical kinetic effects (hereinafter referred to as
PCC) such as pressure solution crack sealing (e.g., Gratier
et al. [2003]). This effect causes the gradual increase of pore
fluid pressure over a long time which may be compared with
interseismic periods of earthquake cycles.
PCC has been previously modeled by some studies. The
recent one of them, Gratier et al. [2003], integrated some
complicated components of kinetic reaction to present ex-
ponentially temporal decrease of porosity with one charac-
teristic time and modeled the interseismic evolution of pore
fluid pressure. This sophistication can be introduced easily
into numerical models of earthquake cycles. Now, we set
a precedent for performing it using a simple elastic system
with a single degree of freedom.
2. Numerical Model
Our numerical system excluding the part of the evolution
of pore pressure is the same as Mitsui and Hirahara [2009].
First of all, we assume a homogeneous fault patch in a
uniform infinite elastic body. On the fault patch, spatially
uniform relative slip is controlled by loading stress τ and
frictional stress τf . Under assumptions of quasi-static bal-
ance of τ and τf accompanying energy lost through elastic
wave radiation, Gv/2cs, the relation between τ , τf and the
slip velocity v is governed by:
v = [τ − τf ] 2cs
G
(1)
where cs is shear wave velocity and G is rigidity. Next, with
elastic stiffness k, τ is driven by a far-field steady loading
rate v0 :
τ = k[v0t− u] + τ0 (2)
where t is time and u is the amount of total slip, and τ0 is
the initial loading stress balanced with the initial frictional
stress at t = u = 0. The term v0t − u is commonly called
slip deficit. The degree of fault loading depends on that of
slip deficit.
Subsequently, with regard to τf , it is generally divided
into effective normal stress σ¯ and the frictional coefficient
µ. Under the condition that real contact area is sufficiently
smaller than macroscopic contact area at a friction surface,
effective normal stress σ¯ is given by:
τf
µ
= σ¯ = σ − p (3)
where σ and p respectively denote normal stress and pore
fluid pressure. Therefore, the increase of p by PCC causes
the decrease of τf .
The formulation of PCC is rather simple following Gratier
et al. [2003], although it includes complex processes of min-
eral dissolution (e.g., pressure solution), its diffusion by
trapped fluid and its precipitation on pore surface. Porosity
φ is assumed to decrease exponentially with time t:





where φ0 is an initial value of the porosity and X is the
characteristic time of PCC which depends on temperature,
pore geometry and substance-specific constants for chemi-
cal reaction (Renard et al. [2000]). It is accompanied by the
increase of the pore pressure p. If we distinguish between ir-
reversible and elastic pore deformation and assume constant
solid compressibility (Segall and Rice [1995]; Gratier et al.
[2003]) and ignore fluid flow for simplicity, the evolution of
p can be written as:
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Table 1. Common parameters in this study.
Property Symbol Value Units
Shear wave velocity cs 3500 m/s
Rigidity G 34.3 GPa
Normal stress σ 0.15 GPa
Reference pore pressure p0 0.14 GPa
Stiffness k 1.25 MPa/m
Frictional coefficient µ0 0.6
Friction parameter a 0.01
Friction parameter b 0.015
Friction parameter L 0.02 m
Solid compressibility β 1.0×10−9 /Pa





φ[β + βf ]
' 1
[β + βf ]X
(5)
where β is the compressibility of solid and βf is that of pore
fluid. This formula represents the linear increase of p with
time.
In addition, regarding the frictional coefficient µ, in or-
der to cause a stick-slip behavior, we use the laboratory-

















where a is a governing parameter for the direct effect of ve-
locity on friction, and b and L are the governing parameters
for the friction evolution. As well known, two major evolu-
tion laws for θ exist. Because the difference of them is not
a subject in this study, the most popular aging law (Ruina






is assumed in this paper. But it is noteworthy that we
tried assuming the other evolution law (Ruina [1983]) or
the “Linker-Dieterich effect” (Linker and Dieterich [1992])
of normal stress alteration on the state evolution, and veri-
fied following characteristic results unchanging.
Common parameters used in this study are provided in
Table 1. The values of these parameters are the same as
those in Mitsui and Hirahara [2009] which are chosen as an
example within possible ranges. The rest of the parame-
ters are the characteristic time X and the loading velocity
v0. The former for a natural fault remains unknown, while
Gratier et al. [2003, 2009] supposed it in the range of 1 day
to 105 years. Thus, we change its value in a wide range and
investigate its effects. In addition, we also change the value
of v0 for investigating effects of X.
For numerical calculations, we set an initial steady state
condition as v = 0.1v0, θ = L/[0.1v0], p = p0, φ = φ0 and
τ = τf . To solve the above constitutive relations, we first
differentiate equations (1)-(4), (6) with respect to time and
then integrate the coupled equations (1)-(7) by a Runge-
Kutta method with adaptive step-size control (Press et al.
[1992]).
3. Results
Our model calculations without PCC naturally exhibit
a stick-slip like behavior at a constant frequency. In con-
trast, our calculations with PCC reveal different behaviors.
Examples are shown in Figure 1.
One characteristic result in Figure 1 is that introduction
of PCC causes to gradually suppress the stick-slip behavior
and shorten the interseismic interval. Moreover, the shorter
X causes the stronger effects. It is owing to the time de-
creases of the “critical fault stiffness” kc (Ruina [1983]) via
the time increases of p, where kc is equal to [σ− p][b− a]/L
in quasi-static regimes. Since k > kcrit and k < kcrit re-
spectively cause stable and unstable responses, the time de-
creases of kc owing to PCC lead to stabilizing faults.
The other characteristic result in Figure 1, one may be
surprised, is that introduction of PCC causes larger amount
of slip until some point in time, which represents σ ' p.
It means faster “apparent ” loading than v0 (30 mm/year
in these cases). Moreover, the shorter X also causes the
stronger effect.
We further investigate the PCC effect on the “apparent”
loading. Figure 2 shows the values of the “apparent” load-
ing velocity when we set several values of X and v0, where
we estimate the “apparent” loading velocity vap at the final
(when σ ' p) slip amount divided by the final time from
the initial condition, under the simple assumption of steady
“apparent” loading. These results infer that the PCC effect
with sufficiently small X obscures the real loading velocity
v0.
In order to interpret the notable effect of PCC on fault
loading, we analyze the constitutive equations. If we substi-
tute equations (2) and (3) into equation (1) and differentiate
it with respect to t, we obtain dv/dt = [2cs/G][k[v0 − v] −
σ¯dµ/dt+ µdp/dt]. Then, neglecting dv/dt and dµ/dt which
stand out only during coseismic periods (further the latter
depends on the rate and state for cyclic behaviors), the con-
stitutive relation becomes





The approximation µ ' µ0 can be approved practically. It























Figure 1. Examples of the calculated earthquake cycle
where we set v0 = 30 mm/year. The thick line indicates
the case of no compaction, while the dotted and thin lines
represent the cases of compaction with the characteristic
time X of 10000 and 1000 years, respectively.
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k[β + βf ]X
(9)
In this formulation, vap does not depend on the level of
effective normal stress, or porosity.
In Figure 2, we also shows the analytically calculated val-
ues of the “apparent” loading velocity using equation (9).
They well correspond with the numerically calculated re-
sults.
4. Discussion
4.1. Is the “apparent” loading a general phenomenon?
If we would like to understand the above “apparent”
loading intuitively, equations (1)-(3) can help us under-
stand. With long-term steady effects for dp/dt > 0, namely
dσ¯/dt < 0, τf decreases steadily and τ also decreases follow-
ing τf . In order to decrease τ , u should exceed v0t. There-
fore vap ' u/t has to unexpectedly exceed v0 independently
of details of the evolutions of frictional coefficient or pore
pressure. Namely, from a viewpoint of the seismic coupling
coefficient, which corresponds with coseismic slip amount
divided by real loading, our results show that the coefficient
exceeds 1 during initial unstable stick-slip regimes and de-
creases to 0 as p→ σ. Although we only perform the numer-
ical calculations in the simple system with a single degree of
freedom, the “apparent” loading would necessarily appear
in rather complicated systems which assume the fault load-
ing dependent on slip deficit. Possibly this is a phantom
phenomenon, and it might be the next serious problem for
numerical modelers.
4.2. Effects of pore dilatancy?
In the above simple calculations, we ignore possible ef-
fects of fluid flow and pore dilatancy. These effects may








1E+1 1E+2 1E+3 1E+4 1E+5 1E+6 


































Figure 2. Results of the apparent loading velocity for
several values of X and v0. The markers represent the
calculation results and the lines represent the analytic
results using equation (9).
Especially, pore dilatancy has effects on pore pressure
opposite to PCC. The combined effects of PCC and pore
dilatancy should be considered for more realistic conditions.






= Y v (10)
Adding this effect alters the pore pressure evolution (equa-
tion (5)). Examples of the calculation results are shown in
Figure 3. The introduction of the dilatancy decreases the
pore pressure at each seismic event. It is notable that the di-
latancy effectively restrains the seismic slip (this dilatancy
hardening effect was previously shown by Segall and Rice
[1995]) and the “apparent loading”. In particular, when
t  X, namely porosity does not pronouncedly decrease




φ[β + βf ]
=
−[−φ0 exp(−t/X)/X + Y v]
φ[β + βf ]
(11)
' 1
[β + βf ]X
− Y v
φ0[β + βf ]
Thus we obtain modified formulation of the “apparent” load-
ing velocity vap
vap =
v0 + µ0/[k[β + βf ]X]












































Figure 3. Examples of the calculated earthquake cycle
where we set X = 10000 years and v0 = 30 mm/year. The
thick lines indicates the case of no dilatancy (Y = 0),
while the thin lines do the case with the dilatancy ef-
fect (Y = 2× 10−5). Moreover the dotted and solid lines
represent the slip amount and the pore pressure, respec-
tively.
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If Y is sufficiently smaller than k[β + βf ]φ0/µ0, the di-
latation effect can be ignored because equation (12) results
in equation (9).
4.3. Does this model represent fault-valve behavior?
Sibson [1992] suggested that earthquake recurrences ac-
company fluid overpressurization during interseismic periods
and release with earthquakes. Such the behavior was named
“fault-valve behavior”.
Our simple model including only the effects of PCC does
not represent that concept. It can be called “fault pres-
surized behavior”. However, it should be noted that the
pore pressure evolution in the model with the pore dila-
tancy (shown in the previous section) denotes the same ten-
dency of the fault-valve concept. In case of weak dilatancy,
although the PCC effect for the apparent loading is moder-
ated, it can certainly operate. This might be a new view-
point on the fault-valve behavior. Furthermore, although
our present model only represents the period until p reaches
σ, there might be a larger-scale cycle including the process
of hydrofracture with p ∼ σ.
4.4. Experimental supports
Albeit the PCC effects are implied by field observa-
tions and theories, and confirmed in indentation experiments
(Gratier et al. [2009]), and whether it operates effectively in
real faults has not been confirmed yet.
But in laboratory sliding experiments, it was reported
that the frictional resistance can be notably decreased by
compaction (Blanpied et al. [1992]), although the spatiotem-
poral scales of loading for natural faults and laboratory ex-
periments are rather different.
5. Conclusion
We introduced the effects of pore compaction within fault
zones driven by chemical kinetic effects, into simple numer-
ical model for earthquake cycles. The pore compaction re-
sults in earlier earthquake generation via faster “apparent”
fault loading. However, it should be noted that the pro-
gression of pore compaction eventually suppresses the earth-
quake occurrence.
We developed an expression for the “apparent” loading
velocity and checked that it is consistent with the results of
numerical calculations. In addition, we developed a modi-
fied expression for the “apparent” loading velocity including
the effect of pore dilatancy. Unexpectedly, this “apparent”
loading would not only appear in a simple system with a sin-
gle degree of freedom, but also in complicated systems that
involve simulations of realistic earthquake cycles, as long as
we assume fault loading depends on slip deficit.
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